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All illustrations, technical data, dimensions (in mm) and weights (all weights specified in kg) are non-binding and are subject to change
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DN1	 DN2	 Flange	 L	 e1	 e2	 Weight	 BLUCAST

250	 100	 PN10	 300	 9	 7.2	 24.2	 FFR250100
250	 100	 PN16	 300	 9	 7.2	 23	 FFRP250100	
250	 150	 PN10	 300	 9	 7.8	 25.5	 FFR250150
250	 150	 PN16	 300	 9			  7.8		 20	 FFRP250150
250	 200	 PN10	 300	 9			  8.4		 29.5	 FFR250200
250	 200	 PN16	 300	 9			  8.4		 27.6	 FFRP250200
300	 100	 PN10	 300	 9.6			  7.2		 27.9	 FFR300100
300	 100	 PN16	 300	 9.6	 7.2	 27.5	 FFRP300100
300	 150	 PN10	 300	 9.6	 7.8	 26.5	 FFR300150
300	 200	 PN10	 300	 9.6	 8.4	 33.4	 FFR300200
300	 200	 PN16	 300	 9.6	 8.4	 33.3	 FFRP300200
300	 250	 PN10	 300	 9.6	 9	 38	 FFR300250
300	 250	 PN16	 300	 9.6	 9	 34.8	 FFRP300250
400	 100	 PN10	 300	 10.8	 9	 51	 FFR400100
400	 150	 PN10	 300	 10.8	 9	 41	 FFR400150
400	 200	 PN10	 300	 10.8	 9	 62	 FFR400200
400	 250	 PN10	 300	 10.8	 9	 45	 FFR400250
400	 300	 PN10	 300	 10.8	 9	 50	 FFR400300
500	 300	 PN10	 300	 12	 12	 89	 FFR500300
500	 400	 PN10	 300	 12	 12	 110	 FFR500400
600	 300	 PN10	 400	 13.2	 13.2	 152	 FFR600300
600	 400	 PN10	 300	 13.2	 13.2	 142	 FFR600400

TYTON FLANGE
SPIGOT	  

FLANGE SPIGOT for 
PVC pipes	series F series FW

80	 98	 350	 7.35	 F080
100	 118	 360	 8.7	 F100
150	 170	 380	 14.9	 F150
200	 222	 400	 26.6	 F200
250	 274	 420	 29.6	 F250
300	 326	 440	 43	 F300

80	 90	 128	 4.15	 FW080
100	 110	 141	 4.95	 FW100
150	 160	 171	 8.6	 FW150
200	 200	 192	 16.2	 FW200
200	 225	 192	 12.45	 FW200225
250	 250	 200	 24.7	 FW250
300	 315	 215	 35.4	 FW300

DN	 D	 L	 Weight 	 BLUCAST DN	 D	 L	 Weight 	 BLUCAST
ref. no. ref. no.

APPLICATION
TYTON fittings for drinking water and neutral  liquids up to +80°C

		
TECHNICAL CHARACTERISTICS
Flange end connections according to EN1092-2:PN10	
Designed according to EN545				  
Maximum working pressure: PN16 / 16 Bar			 
Working temperature: 0˚C- +80˚C			 
Color RAL5015				  
Powder epoxy coating 250 μm thickness			 
Drilling of flanges: PN10/16, starting from DN200 - PN10	
Body - Ductile cast iron EN-GJS-500-7			 
WRAS approved epoxy coating, ACS approved epoxy coating available	
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